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25°

10°

10°

Orientable / Adjustable

Alimentation
Power supply

Puissance lumineuse 
Lighting Power 

Couleur
Colour

Matériau
Material

Poids 
Weight

Angle diffusion
Beam angle

Consommation 
Consumption

Aluminium
Aluminium

Noir
Black

9-30 VDC        370 lm - 900 Cd
6500 K Blanc froid 
6500 K Cool white

Alu. anodisé
Anodised alu.

156 g 25° 4.4 W 01301 01558

9-30 VDC        370 lm - 900 Cd
3000 K Blanc chaud 
3000 K Warm white

Alu. anodisé
Anodised alu.

156 g 25° 4.4 W 01597 01598

9-30 VDC        30 lm
Au choix
To select Alu. anodisé

Anodised alu.
156 g 25° 2 W 01384 01559

9-30 VDC        30 lm
Au choix
To select Alu. anodisé

Anodised alu.
156 g 10° 2 W 01423 01560

UTILISANT LA TECHNOLOGIE

USING THE TECHNOLOGY

RCREE

    
     36°

Info
  
Les projecteurs de barre de flèche ont au départ été conçus 
pour illuminer le pont, mais aujourd’hui, en jouant sur les 
optiques et les couleurs, on les utilise de plus en plus comme 
élément de signalisation ou de décoration, par exemple en 
éclairant vers le haut, en couleur, pour illuminer un grand mât.
Gradable avec la ref. 01159, page 25

Product info

A spreader floodlight was originally developed to permit the 
lighting of the deck from above, but today, playing with the 
optical lenses and the colors, they are more and more used 
as signalling or decorating elements to illuminate a big mast.
Dimmable with our ref. 01159, page 25.
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projecteurs de barre de flêche à led          
led spreader floodlights                                  

IP67 IK09

  54 mm

  Ø63 mm

  28 mm

Ø 3 mm x 2

10°


